
AMS-FOS1-DC Chassis

Slot Number
AMS-FOS1 has one slot for FOS;
AMS-FOS4 has four slots for FOS.

Power Supply AC: 100~240V, 50/60Hz;
DC: -72~-36V DC

 Power Protection overcurrent protection, short circuit protection

In small-capacity situation, CXR supply a one 
or 4-slots chassis AMS-FOS1 or AMS-FOS4.
Both model can run SNMP 
Both model are avalaible with AC or DC power 
supply.

. 

Feature

AMS-FOS2/4 Chassis

Compliance
Standards UL,CE,FCC, CSA

complied with IP30

Specification
Dimension AMS-FOS4:

440x44x266mm (WxHxD)
AMS-FOS1
158x40x200mm (WxHxD)

Power 
Consumption

AMS-FOS4: ≤40W
AMS-FOS1: ≤10W

Working
Temperature

0~45 degree Celsius

Relative Humidity 5%~95%
Storing
ambience

-40~70 degree Celsius

Ordering Information
AMS-FOS1-AC 1U, 1-slot chassis, with AC power supply connector
AMS-FOS1-DC 1U, 1-slot chassis, with DC power supply connector

 AMS-FOS4-AC         1U, 4-slot chassis, with AC power supply connector
AMS-FOS4-DC         1U, 4-slot chassis, with DC power supply connector

AMS-FOS1-AC Chassis
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