
 Industr ia l  Ether net  Switch 

CXR's SWD-I series is a hardened unmana-
ged Fast Ethernet switching platform, de-
signed for easy deployment in harsh envi-
ronments. The SWD-I series supports 12 to 
30VDC redundant power input, and also 
provides relay alarm while power failure or 
port link down occur. 
 
The SWD-I is equipped with eight Fast 
Ethernet ports or a combination of Fast 
Ethernet copper ports, one 100FX port or 
SFP fiber portfor long distance connectivity. 
This versatile switch features 10 / 
100Mbps transfer speeds, full / half-
duplex auto-negotiation and auto MDI / 
MDIX operation allowing you to connect 
your network devices without hassles. 
 
The SWD-I series is built with relay alarm to 
notify users when power fails or link down 
occurs. The SWD-I series is housed with a 
DIN rail mountable aluminium compact box 
that is ideal for applications in harsh envi-
ronments. 
 

Characteristics 

Standards: 

 IEEE: 802.3, 802.3u, 
802.3x 

 
SWD-I-8TX 

 8 * 10/100Base-TX   ports 
 
SWD-I-6TX-2FS20 

 6 * 10/100Base-TX ports 

 2 * 100FX SM 20 km ports 

  
SWD-I-6TX-2FSF 

 6 * 10/100Base-TX ports 

 2 * SFP ports  
 

Benefits 

 Alarm relay 

Din rail mounting 

Redundant power supply 
12 to 30 Vdc 

 Aluminium case 

Industrial envrionment : 

 Temp –20°C to +60°C 

 IEC61000-6-2 EMC 
 
En option 

19’’ rack mount 
  

Industr ia l  Unmana ged Ether net  Switch  

APPLICATIONS 

 Manufacturing plant 
 Video surveillance 
 SCADA/RTU 
 PMR IP network 
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SPECIFICATIONS 

The information contained in this document are provided without warrantyand do not constitute a contractual document. In order to 
improve its products, CXRreserves its right to modify, without notice, any part of this document and the specifications it contains. 

REFERENCE PRODUITS  

 Standards  
IEEE 802.3  10Base-T 
IEEE 802.3u  100Base-TX/FX 
IEEE 802.3x  Flow Control 

 Switching Method 
Store-and-Forward 

 Ethernet ports 
• 6 or 8 * 10/100Base-TX Ethernet ports   
• MDI/MDI-X  
• 10/100Mbps-Full/Half-duplex 
• Auto-Negociation 
• 0 or 2 * 100FX optical Ethernet ports 

SM-20 km 
• 0 or 2 * 100FX SFP ports 
• Full wire speed forwarding rate 

 Bandwidth 
14,880 pps @ 10 Mbps 
148,810 pps @ 100 Mbps 

 MAC  Table 
2048 entries 

 Alarm relay 
1A@24VDC output 

 Power 
DC Jack: 12VDC, External AC/DC required 
Terminal Block: 12~30VDC 

 Power consumption 
13.2 W maximum (1.1A@12VDC, 0.55A@24VDC) 

 Temperature 
Operating: -20ºC à +60ºC 
Storage:  -40ºC à +85ºC 

 Humidity 
 5% à 95% non-condensing 

 Safety 
UL60950-1, EN60950-1, IEC60950-1 

 EMI 
• FCC Part 15,  Class A 
• EN61000-6-2 
• EN61000-6-3 
• EN55022 
• EN61000-3-2 
• EN61000-3-3 

 
 
 

 EMS 
• EN61000-4-2 (ESD Standards) 
Contact: + / 6KV; Criteria B 
Air: + / - 8KV; Criteria B 
• EN61000-4-3 (Radiated RFI Standards) 
10V/m, 80 to 1000MHz; 80% AM Criteria A 
• EN61000-4-4 (Burst Standards) 
Signal Ports: + / - 4KV; Criteria B 
D.C. Power Ports: + / - 4KV; Criteria B 
• EN61000-4-5 (Surge Standards) 
Signal Ports: + / - 1KV; Line-to-Line; Criteria B 
D.C. Power Ports: + / - 0.5KV; Line-to-earth; 
Criteria B 
• EN61000-4-6 (Induced RFI Standards) 
Signal Ports: 10Vrms @ 0.15~80MHz; 80% 
AM Crit. A 
D.C. Power Ports: 10Vrms @ 0.15~80MHz; 
80% AM Crit. A 
• EN61000-4-8 (Magnetic Field Standards) 
30A/m @ 50, 60Hz; Criteria A 

 Environment 
• IEC60068-2-6 Fc (Vibration Resistance) 

5g @ 10~150KHz, Amplitude 0.35mm  
(Operation/Storage/Transport) 

• IEC60068-2-27 Ea (Shock) 
25g @ 11ms (Half-Sine Shock Pulse; Opera-
tion) 
50g @ 11ms (Half-Sine Shock Pulse; Storage/
Transport) 

• IEC60068-2-32 Ed (Free Fall) 
1M (3.281ft.) 

 Dimensions 
125x50x135 mm (DxWxH) 
Aluminium case 
IP30 

 Net Weight 
0.8 Kg 

 Installation 
DIN-Rail mounting 
19’’ optional 

 Leds  
Power status PWR1 and PWR2 
Per port 10/100 or 100  
Link/activity (Green) 
Speed (Yellow) 

 MTBF 
200.000 hours 

FIX-SWD-8TX 

SWD-I-8TX 
Industrial unmanaged switch DIN-Rail 8*10/100BaseT ports, operating 
temperature –20+60°C, IEC61000-6-2, 50x125x135mm, redondante po-
wer 12-30VDC, alarm relay output. 

SWD-I-6TX-2FS20 
Industrial unmanaged switch DIN-Rail 6*10/100BaseT ports, 2*100FX 
SM20 ports, operating temperature –20+60°C, IEC61000-6-2, 
50x125x135mm, redondante power 12-30VDC, alarm relay output. 

SWD-I-6TX-2FSF 
Industrial unmanaged switch DIN-Rail 6*10/100BaseT ports, 2* SFP ports, 
operating temperature –20+60°C, IEC61000-6-2, 50x125x135mm, redon-
dante power 12-30VDC, alarm relay output. 

CXR Anderson Jacobson 
Rue de l'Ornette 

28410 Abondant - France 
 

T +33 (0) 237 62 87 90 
F +33 (0) 237 62 88 01 
email: contact@cxr.com 

Smart Solu ons for  
Smart Networks  

 
www.cxr.com 


